
HOW TO MEASURE
F O R  E X T E R I O R  S H U T T E R S

Before placing your order, follow the measuring instructions below to ensure that

your new shutters are the perfect fit for your windows.

Measure the width of each window from inside edge to inside edge

to the nearest 1/4th inch (not including any framing or molding).

Take a width measurement at the top, middle and bottom of the

window – then write down the smallest measurement. If the

window will have shutters on either side, this number is your “Pair

Width.” If you have a stand-alone window that will only require one

shutter, this number is your “Shutter Width.”

Note: If your shutters are operable (meaning you want them to

open and close), then subtract ½ inch from your width

measurement to allow for clearance.

Divide your final Pair Width in half to determine the width of each

individual shutter. Record this number in the “final width” column

on your worksheet. Of course, if you are measuring for any windows

that only need one shutter, you won’t need to divide.

Step 3: Measure Each Window Width

Step 4: Determine Final Shutter Width

Measure the height of each window from the inner edge of the

bottom sill to the top of the lintel. Take three measurements from

the left, middle and right side of the window. Record the smallest

number. Again, if you intend for your shutters to open and close,

subtract 1/4 inch from your final measurement.

Step 5: Measure Each Window Height

To begin, you will need a tape measure, pencil and the

attached worksheet to record your measurements.

Step 1: Gather Your Tools

Even if you think all of your windows are the same size,  it’s

important to measure them individually. For each window,

add a label/description in the left-hand column of your

worksheet (i.e. “North, left of door”).

Step 2: Identify Your Windows

Email our customer support team at customersupport@monumentshutters.com

or complete the contact form on our website and we'll be in touch.

Questions? We're here to help.


